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Smart Watch Connector installation

Introduction

The Precor® Smart Watch Connector for Apple Watch® is a
new option for the P82 console (it is not available on other

console versions). It leverages Apple® GymKit™ to connect WPRECOR
Precor cardio equipment with an exerciser’s Apple Watch to
track a user’s workout metrics. To log in, exercisers simply hold @ Welcome

Make this workout the best part of your day!

their Apple Watch near the Connector (on the right side of the
magazine rack) to confirm their connection.

You can read more about the Smart Watch Connector for
Apple Watch here.
Installation
The Smart Watch Connector is available factory-installed or
can be field-installed with a retrofit kit.
Specifications
Qualifying cardio lines and models:
e 880 Line: TRM, EFX, AMT, RBK, UBK
e 780 Line: TRM, EFX, AMT
e 680 Line: TRM, EFX, RBK, UBK
Console software requirements:
e Preva 8.1 or later

Networking requirements:

e P82 console does not need to be networked to support
the Smart Watch Connector

To use the Smart Watch Connector:

e Exercisers will need: Apple Watch Series 2 or later and watch OS 4.1 or newer

Installation

To retrofit a console with the Smart Watch Connector, the existing magazine rack is removed and replaced with a new
rack that has the Smart Watch Connector built into it. The Connector wire runs around the console (route under tab as
shown) and plug into the CSAFE port (see below).
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A small plastic cover is placed over the wire and a replacement rear console horseshoe cover with a cutout for the wire
cover is installed.

\

When installing, technicians should take note of the following:

e Check the console software version (tap the globe at the top left of the login screen to confirm). Software needs
to be version 8.1 or later.

o The GEM Module setting needs to be set to ON.

o  Access club or service menu (see P82 How to access service menus), then SYSTEM SETTINGS > GEM
Settings > GEM Module

o Set GEM Module to ON.
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