
CT800 LUBE MESSAGE RESET INSTRUCTIONS

2 DIFFERENT SETS OF INSTRUCTIONS DEPENDING ON SOFTWARE VERSION.

SET #1 

1. REMOVE THE SAFETY KEY

2. PRESS AND HOLD "STOP" "START" AND "ENTER" KEYS AT THE SAME TIME

3. REPLACE SAFTEY KEY WHILE HOLDING BUTTONS DOWN UNTIL YOU SEE 

"ENGINEERING MODE" ON THE DISPLAY. *LET GO OF THE BUTTONS NOW*

4. PRESS THE "DOWN" BUTTON UNTIL YOU SEE "FUNCTIONS" THEN PRESS 

"ENTER"

5. PRESS THE "DOWN" BUTTON UNTIL YOU SEE "MAINTENANCE" 

THEN PRESS "ENTER"

6. YOU SHOULD SEE "LUBE MESSAGE RESET" OR "ODOMETER RESET"

SCROLL ACCROSS THE SCREEN, PRESS THE "ENTER" BUTTON.

7. PULL THE SAFTEY KEY OUT, REINSERT THE THE KEY AND OPERATE THE 

MACHINE, THE LUBE MESSAGE SHOULD BE GONE. 

IF THE MESSAGE STAYS ON THE DISPLAY FOLLOW THE SET #2 INSTRUCTIONS TO 

RESET THE MESSAGE.

SET #2

1. REMOVE THE SAFETY KEY

2. PRESS AND HOLD "START" AND "SLOW" BUTTONS AT THE SAME TIME

3. REPLACE THE SAFETY KEY, CONTINUE HOLDING THE BUTTONS DOWN FOR 

ABOUT 5 SECONDS. 

4. LET GO OF THE BUTTONS

5. PRESS THESE BUTTONS IN THIS ORDER-

FAST-SLOW-FAST-SLOW-ENTER

6. PRESS "STOP" KEY.

THE ODOMETER AND LUBE MESSAGE WILL NOW BE RESET.
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